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ROOF NOTES:

A. ALL SPEAKER/STROBES WITHIN ENCLOSED ROOMS SHALL
BE SURFACE MOUNTED IN CAST BOXES. CONDUIT SHALL
BE EMT.

B. ALL SPEAKERS MOUNTED OUTSIDE SHALL BE SURFACE
MOUNTED IN WEATHERPROOF JUNCTION BOXES. CONDUIT
SHALL BE ALUMINUM.

C. MANUAL PULL STATIONS IN STAIRWAYS SHALL BE SURFACE
MOUNTED WITH CAST BOXES. CONDUIT SHALL BE EMT.

D. NEW SMOKE DETECTOR ASSOCIATED WITH AC—9:
INTERLOCK WITH AHU EXISTING WIRING TO SHUT DOWN AHU
WHEN SMOKE DETECTOR SENSES PRODUCT OF COMBUSTION.
EXTEND NEW CONDUIT AND WIRING FOR CONNECTION TO
EXISTING JCI METASYS SYSTEM AND NEW FIRE ALARM PANEL.

SCALE: 1" = 20'-0"

E1.5

oo o

APPROXIMATE LOCATION OF

EXISTING ELEVATOR SWITCHBOARD REPLACE EXISTING SMOKE
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ELEVATOR MACHINE ROOM

SCALE: 1" = 20'-0"
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ELEVATOR MACHINE ROOM NOTES:
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A, ALL SPEAKER/STROBES WITHIN ENCLOSED ROOMS SHALL
BE SURFACE MOUNTED IN CAST BOXES. CONDUIT SHALL

BE EMT.
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8] EXISTING BELL TO BE REMOVED, SEE GENERAL NOTES
[ MF ] EXISTING MANUAL PULL STATION TO BE REMOVED, SEE GENERAL NOTES
r—=—-"
fcpl EXISTING CMVIL DEFENSE KLAXON TO BE REMOVED, SEE GENERAL NOTES
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NEW MANUAL PULL STATION, SEE GENERAL NOTES
NEW STROBE WITH 75 CANDELA RATING, SEE GENERAL NOTES
NEW SPEAKER WITH STANDARD db SOUND RATING, SEE GENERAL NOTES

NEW SPEAKER AND STROBE WITH 75 CANDELA AND STANDARD db SOUND RATING, SEE GENERAL NOTES

SPEAKER/STROBE WITH 15 CANDELA RATING

SPEAKER/STROBE WITH 110 CANDELA RATING
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SPEAKER/STROBE WITH 90db SOUND RATING

SPEAKER/STROBE WITH WIRE GUARD PROTECTION
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SPEAKER IN WEATHER PROOF JUNCTION BOX

OHp NEW CEILING MOUNTED HEAT DETECTOR
Osp NEW CEILING MOUNTED SMOKE DETECTOR
[SD] NEW DUCT SMOKE DETECTOR
] NEW TAMPER SWITCH
I} NEW FLOW SWITCH
] NEW PRESSURE SWITCH
AMv REFER TO SPECIFIC NOTE
AFF ABOVE FINISHED FLOOR
ST. STEEL STAINLESS STEEL

GENERAL NOTES

A. EXISTING BELL TO BE REMOVED: REMOVE EXISTING BELL AND ALL ASSOCIATED CONDUIT AND WIRING NOT
USED IN FINAL ARRANGEMENT. INSTALL SPECIAL ST. STEEL COVER PLATE ON EXISTING JUNCTION BOX.

B. EXISTING MANUAL PULL STATION TO BE REMOVED: REMOVE EXISTING MANUAL PULL STATION AND ALL
ASSOCIATED CONDUIT AND WIRING NOT USED IN FINAL ARRANGEMENT. WHERE MANUAL PULL STATION IS BEING
REPLACED, THE EXISTING JUNCTION BOX SHALL REMAIN AND BE RE—USED FOR NEW DEVICE. OTHERWISE,
INSTALL COVER PLATE ON JUNCTION BOX NOT USED IN FINAL ARRANGEMENT.

C. NEW MANUAL PULL STATION: UNLESS OTHERWISE NOTED, REUSE EXISTING MANUAL PULL STATION JUNCTION
BOX. WHERE EXISTING JUNCTION BOX IS NOT REUSED, MANUAL PULL STATION SHALL BE SURFACE MOUNTED
48" AFF. PAINT RACEWAY TO MATCH ADJACENT SURFACE.

D. NEW SPEAKER AND STROBE. SPEAKER OR STROBE: MOUNT 80" AFF OR 6" BELOW CEILING, WHICHEVER IS
THE LOWEST. SURFACE MOUNT IN JUNCTION BOX COMPATIBLE WITH SURFACE METAL RACEWAY AND DEVICE.

PAINT JUNCTION BOX TO MATCH ADJACENT SURFACE. ALL CONDUITS TO SPEAKER/STROBE, SPEAKERS, AND
STROBES SHALL BE SURFACE METAL RACEWAY PAINTED TO MATCH ADJACENT SURFACE.

E. NEW TAMPER, FLOW AND PRESSURE SWITCHES: ZAM OR |IAM TO BE ADDED TO MAKE SWITCHES ADDRESSABLE.

F. ALL JB'S SHALL BE PAINTED RED. ID WITH RED TAPE IS NOT SUFFICIENT.
G. ALL CONDUITS TO BE ID PER SPECS, SECTION 16111.
H. ALL FIRE ALARM WIRING MUST BE INSTALLED IN CONDUIT OR EXPOSED RACEWAY.
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AWBERC FIRE ALARM SYSTEM
UPGRADE FOR ADA COMPLIANCE PROJECT

26 WEST MARTIN LUTHER KING DRIVE, CINCINNATI, OHIO 45268

PREPARED FOR

U.S. ENVIRONMENTAL PROTECTION AGENCY
FACILITIES MANAGEMENT AND SERVICES DIVISION

CINCINNATI, OHIO

REVISIONS

PREPARED BY 300 WEST FOURTH STREET
CINCINNATI, OHIO 45202
PHONE: (513) 721-0600

ARCHITECTURE  ENGINEERING « INTERIOR DESIGN « PLANNING FAX: A-(.Iv 1 wv 721-0611

SHEET

FIRE ALARM SYSTEM - ROOF AND ELEVATOR MACHINE ROOM
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